TYTAN 2 LED BASIC 1450MM 10300LM 840 IP66 AW3H 73W

DETAILED CARD

TECHNICAL PARAMETERS

Index:

Ingress protection:
Impact resistance:
Luminous flux [Im]*:
Colour temperature [K]:
Energy efficiency class:
Material of the body:
Colour of the body:

Diffuser material:
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IP66

IKO9

2700 - 10600

3000; 4000; 5000; 6500
C;D;E

PC

RAL7035; szary

PC

gy00e
CHARACTERISTICS

TYTAN 2 LED BASIC is a basic line of lighting fixtures that provides an excellent
alternative to traditional fluorescent lamps. The lighting fixture has been designed
from scratch. TYTAN 2 LED BASIC includes new solutions which improve the light
distribution and the temperature balance. The new LED panels ensure high
luminous efficacy. This provides the required level of lighting along with significant
energy savings. The lighting fixture includes many improvements which facilitate
and speed up the installation process: a solution involving the integration of the
diffuser with the LED panel, a diffuser suspension system, and adjustable mounting
brackets with an installation tolerance of +/-50 mm. As a standard, the fixture is
equipped with robust clips made of stainless steel (INOX). The body of the fixture
and the diffuser are resistant to UV radiation.

APPLICATION

Multifunkéni LED svitilna je uréena pro pouziti v oblastech s vysokymi pozadavky
na odolnost vi¢i prachu a vodé. Zvlasté se doporuduje pro osvétleni vefejnych
zafizeni, v¢etné nemocnic, vzdélavacich zafizeni, hal, gardzi, pasdzi, skladd,
obchod, potravinafského primyslu, obchodnich a primyslovych objektl (tovérny,
laboratofe), skladd, parkovist (podzemnich a vicelroviovych), sportovnich stadiond
, dopravni termindly a podzemni chodby. Svitidlo je idedIni pro nové osvétlovaci
aplikace a zaroven nahrazuje tradi¢ni zafivkova svitidla energeticky Uspornymi LED
fesenimi. Jeho konstrukce je pfizplisobena pro povrchovou a zdvésnou montaz.
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TYTAN 2 LED BASIC 1450MM 10300LM 840 IP66 AW3H 73W

DETAILED CARD

TECHNICAL PARAMETERS TABLE

Index:

EAN:

Light source:

Supply voltage [V]:
Frequency [Hz]:

Luminous flux [Im]:
Energy efficiency class:
Electrical protection class:
Colour temperature [K]:
Colour rendering index:
SDCM:

Power factor:

Battery life [h:min]:
Exchangeable source:
Surge protection [kV]:
Diffuser material:

Diffuser type:

Material of the body:
Colour of the body:
Dimensions (H/W/T/S) [mm]:
Mounting dimensions [mm]:
Impact resistance:

Ingress protection:

Mounting version:

X

X

modut LED

220 - 240; 220 — 240; 220-240
50 - 60; 50-60

2700 - 10600

C, DE

|

3000; 4000; 5000; 6500
>80

<3

0.90; 0.95; 0.96; 0.97; 0.98
8

yes

1,2

PC

MAT; OPAL

PC

RAL7035; szary

1150/85/35; 1152/85/80;
1432/85/80; 1450/85/80

800; 970
IKO9
IP66

natynkowy, zwieszany
od -20 do +35; od -20 do +40;

Emergency lighting [h]:
DIMM DALI:

Through wiring:
Category type:

Autotest:

AC voltage range [V]:
LED lifespan L70B50 [h]:
LED lifespan L80B20 [h]:
LED lifespan L90B10 [h]:
Photobiological safety:
Category of application:
Mark D:

Control:

Wire type:

Operating mode:

Dusk sensor:

Warranty [years]:

CE certificate:

ENEC Certificate:

PZH certificate:

HACCP:

Manual:

Optics material:

Additional accessories:

g

yes

LS2

battens

yes

198 - 264; 220 - 240; 220-240
max 109000

max 69000

27000; 32000; 34000; 35000
grupa ryzyka 1(niskie ryzyko)
commercial facilities, industrial
yes

1

2x1,5; 5x2,5

1

yes

2 /0.5 (bateria); 5

137/2023; 274/2023; 275/2023;
81/2020

O0310/ENEC/23

852/2004; 852/2004
Download PDF
PC

siatka ochronna, uchwyt
regulowany

Working temperature [°C]: od -20 do +50; od -25 do +35; Corridor function: yes
od 0.do +35 ETIM class: EC000109
Motion sensor: yes
TECHNICAL DETAILS
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regulowane uchwyty / adjustable system zwieszania klosza / suspension wybér miejsca zasilania / choosing a
handles / einstellbare Halterungen system of the diffuser / hangende place of power supply /
Diffusor Stromversorgungsanschluss von

mehreren Seite méglich
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TYTAN 2 LED BASIC 1450MM 10300LM 840 IP66 AW3H 73W

DETAILED CARD

ACCESSORIES AVAILABLE
index Name
908200 TYTAN LED. ATLAS LED. INDUSTRY LED - adjustable handle (set of 2)
907913 TYTAN LED. ATLAS LED - protective grid 1152mm
907920 TYTAN LED. ATLAS LED - protective grid 1432mm
16000507 Breathable gland gray M20*1.5 IP68
60000006 M16 stuffing box plug various PA black M-16 - BPM-21

TYTAN LED. ATLAS LED. INDUSTRY TYTAN LED. ATLAS LED - protective TYTAN LED. ATLAS LED - protective Breathable gland gray M20*1.5
LED - adjustable handle (set of grid 1152mm (907913) grid 1432mm (907920) IP68 (16000507)
2) (908200)

M16 stuffing box plug various PA black
M-16 - BPM-21 (60000006)

Card creation date: 24 March 2024

The company reserves the right to make design changes or upgrades in the presented product. Product data sheet does not constitute an offer. * Parameter tolerance is +/- 10%

This product is a subject to electric andelectronic waste equipment regulations (WEEE). Certificate CE - Nr: 275/2023
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