
  

TECHNICAL PARAMETERS

Nominal power [W]: 12.00

Colour temperature [K]: 4000

Ingress protection: IP54

Supply voltage [V]: 220-240

Frequency [Hz]: 50 - 60

Electrical protection class: II

Colour rendering index: 80

Material of the body: gum

Dimensions (H/W/T/S) [mm]: 120/1180(1780);

CHARACTERISTICS

Professional set consisting of Profi SMD LED 12W lamp

and universal car bonnet handle Profi Slim (378249) with

the parameters:

- Aluminium car bonnet handle

- Ends covered with rubber improving stability and

protecting against scratches

- Min. and max. lenght: 1180 mm – 1780 mm

- Total weight: 2,2 kg

APPLICATION

PROFI LED SERVICE SET
GENERAL CARD
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AVAILABLE VERSIONS

Nominal power [W] Plug type Dimensions (H/W/T/S) [mm] Index

12 UNI-SCHUKO 120/1180(1780) >> 267215

PROFI LED SERVICE SET
GENERAL CARD

Card creation date: 06 December 2021

The company reserves the right to make design changes or upgrades in the presented product. Product data sheet does not constitute an offer. * Parameter tolerance is +/- 10%

This product is a subject to electric and electronic waste equipment regulations (WEEE). Certificate CE - Nr:
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