CONTRALED

OBECNA KARTA SKUPINY PRODUKTU

TECHNICKE PARAMETRY

Stupen tésnosti:

Odolnost proti ndrazu:

Jmenovity vykon svitidla [W]*:

Svételny tok svitidla [Im]*:
Teplota barvy [K]:

Index podani barev (Ra):
TFida ochrany:

Material karoserie:

Typ difuzoru:

Montdzni verze:

Rozmaéry (V/$/H/V) [mm]:

SDCM:

LENA
LIGHTING

IP40/IP20; IP44/IP20

IKO6

24.00 - 36.00
3200 - 5200
4000

>80

hlinik s povrchovou
Upravou

MAT; PRM

podtynkowy, natynkowy,
zwieszany

595/595/30;
1195/295/30;

<2

VLASTNOSTI PRODUKTU

Univerzélni LED panel Contra LED se vyznacuje nizkym, tenkym profilem a
elegantnim designem. Pfizplsobeny pro instalaci pod omitku v moduldrnich
podhledech, povrchovou montdz nebo zavéseni pomoci pfidavného rému (k
dispozici jako pfisluSenstvi). Svitidlo s integrovanym energeticky Uspornym LED
modulem, vyrobené =z bile lakovaného hlinikového profilu, vybavené
strukturovanym vicevrstvym stinidlem PS MAT nebo PRM pro dokonaly rozptyl
svétla.

APLIKACE

Svitidlo je uréeno pro vnitini pouziti v kanceldiskych (kanceldfe, konferencni
mistnosti) nebo reprezentativnich prostordch (hotely, restaurace); pro osvétleni
verejnych prostor, véetné nemocnic, vzdéldvacich zafizeni, kanceldfi, hal, garézi,
prichodl, skladl, obchodl a v potravindiském pramyslu a v prodejnach a
sluzbach spojenych s potravinami. Jedinec¢na konstrukce a vynikajici svételny
vykon umoziuji pouzivat svitidla CONTRA LED jako hlavni zdroj svétla, a to i pfi
préci, kterd vyzaduje vizudlni zaméreni. Svitidlo je vhodné jak pro nové aplikace,
tak pro ndhradu tradi¢nich svitidel T8 a T5 energeticky Gspornymi LED fesenimi.
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https://system.lenalighting.pl/card/prod_gr/2527/pdf_prev
https://system.lenalighting.pl/card/prod_gr/2528/pdf_prev
https://system.lenalighting.pl/card/prod_gr/2529/pdf_prev
https://system.lenalighting.pl/card/prod_gr/2530/pdf_prev
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DOSTUPNE VERZE

CONTRA LED IP40/IP20

‘,@: Kliknéte na index >>, abyste
vidéli podrobnosti

Jmenovity vykon svitidla [W]* Svételny tok svitidla [Im]* Typ difuzoru UGR (4H8H) DIMM DALI Uhel osvétleni [’] Rozméry (V/S/H/V) [mm] Index
24 3200 MAT 10 595/595/30 >> 374517
24 3200 MAT 10 1195/295/30 >> 374548
24 3200 MAT ano 10 595/595/30 >> 374579
24 3200 MAT ano 10 1195/295/30 >> 374609
24 3400 PRM <19 15 1195/295/30 >> 375958
24 3400 PRM <19 15 595/595/30 >> 375552
31 4300 MAT 110 595/595/30 >> 374500
31 4300 MAT 10 1195/295/30 >> 374555
31 4300 MAT ano 10 595/595/30 >> 374562
31 4300 MAT ano 10 1195/295/30 >> 374616
31 4500 PRM <19 15 595/595/30 >> 374524
31 4500 PRM <19 ano 15 595/595/30 >> 374586
31 4500 PRM <19 15 1195/295/30 >> 375941
31 4500 PRM <19 ano 15 1195/295/30 >> 375972
36 5000 MAT 110 595/595/30 >> 374531
36 5000 MAT ano 10 595/595/30 >> 374593
36 5200 PRM <19 15 595/595/30 >> 375569
36 5200 PRM <19 ano 15 595/595/30 >> 375965
CONTRA LED IP44/1P20
Jmenovity vykon svitidla [W]* Svételny tok svitidla [Im]* Typ difuzoru UGR (4H8H) DIMM DALI Uhel osvétleni [] Rozméry (V/S/H/V) [mm)] Index

24 3200 MAT 10 1195/295/30 >> 375378
24 3200 MAT ano 10 1195/295/30 >> 375385
24 3200 MAT 10 595/595/30 >> 375453
24 3200 MAT ano 10 595/595/30 >> 375460
31 4300 MAT 10 1195/295/30 >> 375392
31 4300 MAT ano 10 1195/295/30 >> 375446
31 4300 MAT 10 595/595/30 >> 375477
31 4300 MAT ano 10 595/595/30 >> 375484
36 5000 MAT 10 595/595/30 >> 375491
36 5000 MAT ano 10 595/595/30 >> 375545
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https://system.lenalighting.pl/card/prod/146646/pdf_prev
https://system.lenalighting.pl/card/prod/146649/pdf_prev
https://system.lenalighting.pl/card/prod/146652/pdf_prev
https://system.lenalighting.pl/card/prod/146655/pdf_prev
https://system.lenalighting.pl/card/prod/217215/pdf_prev
https://system.lenalighting.pl/card/prod/217221/pdf_prev
https://system.lenalighting.pl/card/prod/146645/pdf_prev
https://system.lenalighting.pl/card/prod/146650/pdf_prev
https://system.lenalighting.pl/card/prod/146651/pdf_prev
https://system.lenalighting.pl/card/prod/146656/pdf_prev
https://system.lenalighting.pl/card/prod/146647/pdf_prev
https://system.lenalighting.pl/card/prod/146653/pdf_prev
https://system.lenalighting.pl/card/prod/217216/pdf_prev
https://system.lenalighting.pl/card/prod/217217/pdf_prev
https://system.lenalighting.pl/card/prod/146648/pdf_prev
https://system.lenalighting.pl/card/prod/146654/pdf_prev
https://system.lenalighting.pl/card/prod/217225/pdf_prev
https://system.lenalighting.pl/card/prod/217226/pdf_prev
https://system.lenalighting.pl/card/prod/197856/pdf_prev
https://system.lenalighting.pl/card/prod/197857/pdf_prev
https://system.lenalighting.pl/card/prod/197860/pdf_prev
https://system.lenalighting.pl/card/prod/197861/pdf_prev
https://system.lenalighting.pl/card/prod/197858/pdf_prev
https://system.lenalighting.pl/card/prod/197859/pdf_prev
https://system.lenalighting.pl/card/prod/197862/pdf_prev
https://system.lenalighting.pl/card/prod/197863/pdf_prev
https://system.lenalighting.pl/card/prod/197864/pdf_prev
https://system.lenalighting.pl/card/prod/197865/pdf_prev
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PRISLUSENSTVIi K DISPOZICI

index NAZEV

374708 CONTRA LED réam pro povrchovou montéaz CLICK 1200x300x65mm

999543 Rémecek adaptéru KG 630x630 bily (ocelova verze)

998966 Rém ocelové konstrukce bilé barvy RAL9016 600x600 SM "well effect"

374715 CONTRA LED rém pro povrchovou montdz CLICK 600x600x65mm

374845 RAMOVY adaptér KG 635x635 BILY

374852 RAMOVY adaptér KG 1235x335 BILY

374692 CONTRA LED z&vésny systém 1200x300

374739 CONTRA LED - zavésny systém 1200x300 DALI

374685 Z&vésny systém CONTRA LED 600x600

374722 CONTRA LED z&avésny systém 600x600 DALI

374838 CONTRA LED MONTAZNI KLIPY V KG (4KS)
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CONTRA LED réam pro povrchovou Rémecek adaptéru KG 630x630 bily R&m ocelové konstrukce bilé barvy CONTRA LED rém pro povrchovou
montédz CLICK (ocelova verze) (999543) RAL9016 600x600 SM "well montéz CLICK
1200x300x65mm (374708) effect" (998966) 600x600x65mm (374715)

CONTRA LED z&vésny systém
1200x300 (374692)

Datum vytvoreni karty: 01 ¢ervenec 2025

Vyrobce si vyhrazuje pravo na zmény v prabéhu zdokonalovani vyrobku a na konstrukéni zmény nebo modernizaci prezentovaného vyrobku. Svitidlo splriuje pozadavky smérnice EU ROHS 2001/65/EU.
Produktovy list neni obchodni nabidkou. *Tolerance parametr(i je +/- 10%.

Tento produkt podIéhd pravidlim recyklace elektrické a elektronické zafizeni Certifikat CE - ¢.:104/2024; 26/2025; 34/2025
LE NA Lena Lighting S.A.
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